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Cabin Air Filtration Product
WIX No. 24687
The cabin air filter is under the cowl screens and they must
be removed.

1.
•  Remove the two wiper pivot arms and then remove the windshield wipers.

2.
•  Remove the four cowl vent screen retainers (pin-type retainers)

3.
•  The right hand cowl overlaps the left hand cowl and must be removed first.

4.
• Remove both cowl vent screens.

5.
•  Locate the cabin air filter cover and remove.

6.
•  Replace the cabin air filter and reverse steps 1 through 5.
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Cabin Air Filtration Product
WIX No. 24771

1 
Tools: Phillips screw driver & Standard screw driver
•  Stop the windshield wipers in the up position.
•  Open the hood.

2 
•  Remove the 3 screw caps from the left, middle & 

right side of passenger cowl cover.
•  Remove the screws.
•  Remove the weather stripping.

3 
•  Lift off the passenger cowl cover.
•  Unsnap clip on left side of filter housing.

Estimated installation time (minutes): 20
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4 
•  Remove filter frame.

5 
•  Remove dirty filter from frame and replace 

with clean Cabin Air Filter.
•  Replace frame in housing and fasten clip.
•  Replace weather stripping, screws & screw 

caps.
•  Close hood.

Cabin Air Filtration Product
WIX No. 24771  (cont.)
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1 
•  Lift hood.

2 
•  Locate panel on passenger side by windshield. A 

label on the panel identifies it as housing the filter.

3 
•  Remove (2) screws and remove cover.

4 
•  Lift out old filter from its housing.

5 
•  Fit new filter in housing and replace the cover.

Cabin Air Filtration Product
WIX No. 24772  

Estimated installation time (minutes): 10
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Cabin Air Filtration Product
WIX No. 24773

1 
•  Open hood.
•  Unhook clip on left of passenger side cowl cover & 

remove.

2 
•  Unclip vacuum hose from left & center of cowl 

cover.
•  Remove passenger side cowl cover.

3 
•  Remove dirty filter & replace with a clean 

Cabin Air Filter.
•  Replace the cowl cover.
•  Reclip vacuum hose.
•  Rehook clip on passenger side cowl cover.
•  Close hood.

Estimated installation time (minutes): 15
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Cabin Air Filtration Product
WIX No. 24774

1.
Tools: Phillips screw driver

•  Open Hood
•  Notice the cover for the Cabin Air Filter is on the
• cowl on the passenger side.
•  Remove the screw from cover.

2.
•  Remove cover by pulling toward the front of the 

vehicle. The filter is now visible.

3.
•  Remove by pushing up on the filter to loosen 

from housing & then pulling out toward the front 
of the vehicle.

Estimated installation time (minutes): 5
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Cabin Air Filtration Product
WIX No. 24774  (cont.)
4.

•  Replace with clean Cabin Air Filter.
•  Replace cover by lining up the notches on either 

side of the cover plate to the grooves in the filter 
housing.

•  Replace the screw in the cover plate.
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1 
•  The cabin air filter is under the hood in the cowl.

2 
•  Open hood

3 
•  Pull up the cowl seal.

Cabin Air Filtration Product
WIX No. 24775

4 
•  Disconnect the vacuum hoses from the main air 

flap actuators.

5 
•  Lift up the cabin air plenum housing.
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6 
•  Turn the windshield heating thermovalve counter

clockwise to disengage.

7 
•  Lift the outside temperature sensor upward +

position out of the way.

8 
•  Remove the cabin air housing cover.

Cabin Air Filtration Product
WIX No. 24775  (cont.)

9 
•  Replace the cabin air.

10 
•  Reinstall components using steps 7 thru 3 in

reverse order.
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1 
•  The cabin air filter is under the hood in the cowl.

2 
•  Open hood

3 
•  Pull up the cowl seal.

Cabin Air Filtration Product
WIX No. 24776

4 
•  Disconnect the vacuum hoses from the main air 

flap actuators.

5 
•  Lift up the cabin air plenum housing.
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6 
•  Turn the windshield heating thermovalve counter

clockwise to disengage.

7 
•  Lift the outside temperature sensor upward +

position out of the way.

8 
•  Remove the cabin air housing cover.

Cabin Air Filtration Product
WIX No. 24776  (cont.)

9 
•  Replace the cabin air.

10 
•  Reinstall components using steps 7 thru 3 in

reverse order.
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Cabin Air Filtration Product
WIX No. 24777
Estimated installation time (minutes): 30
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Cabin Air Filtration Product
WIX No. 24777  (cont.)
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1 
•  The cabin air filter is behind the glove box and it 

must be removed.

2 
• Obtain the radio anti-theft code before

disconnecting the battery cable

3 
•  Disconnect the battery ground cable

Cabin Air Filtration Product
WIX No. 24778

4 
•  Remove the glove box by removing the retaining 

screws.

5 
•  Through the opening, remove the cabin air filter 

cover.
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6 
•  Remove the cabin air filter and replace with a new

one.

7 
•  Reverse steps 5 through 3.

8 
• After reconnecting the battery cable, enter the 

radio anti-theft code.

Cabin Air Filtration Product
WIX No. 24778  (cont.)
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1 
•  The cabin air filter is under the hood near the 

cowl.

2 
•  Open hood.

3 
•  Unsnap the cabin air housing retainers + remove 

the housing and filter.

Cabin Air Filtration Product
WIX No. 24779

4 
•  Install a new filter.

5 
•  Reattach the housing and snap retainers back in 

place.

Estimated installation time (minutes): 10
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Cabin Air Filtration Product
WIX No. 24780  

1.
Tools: Standard screw driver.
•  Put windshield wipers in up position.
•  Open hood.
•  Remove weather strpping from passenger side of 

cowl.

2.
•  Unclip wiper fluid hose in three places and remove.

3 
•  Unscrew & remove fittings on either side of cowl.
•  Remove center screw cap.
•  Take out cowl cover.

Estimated installation time (minutes): 10
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Cabin Air Filtration Product
WIX No. 24780  (cont.)
4 

•  Remove filter & replace with clean Cabin Air Filter.
•  Reattach the cowl cover.
•  Snap wiper fluid hose in place.
•  Replace weather stripping.
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1 
•  The cabin air filter is under the hood near the 

cowl.

2 
•  Open hood.

3 
•  Pull back the sealing strip located on the right air 

inlet grille.

Cabin Air Filtration Product
WIX No. 24781

4 
•  Open the right air inlet grille flap.

5 
•  Push inward on the cabin air retaining tabs, then 

lift upward and out of cowl filter housing.
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6 
•  Install a new cabin air filter into the housing. Make

sure the retaining tabs are properly engaged.

7 
•  Reverse steps 4 through 2.

Cabin Air Filtration Product
WIX No. 24781  (cont.)
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1.
Tools: Standard screw driver & Phillips screw driver
•  Open glove compartment.
•  Remove two locking tabs from either side of com

partment.
•  Remove three screws on left, center & right of 

compartment.
•  Close compartment.

2.
•  Remove access panel from right side of compart

ment.
•  Remove two screws under access panel.
•  Remove access panel in center of console under 

radio.
•  Remove screw on right side under this panel.

3.
•  Remove access panel under glove compartment.
•  Remove two screws on underside of glove com

partment & one screw on metal bar.
•  Remove glove compartment disconnecting light 

wire on left side.

Cabin Air Filtration Product
WIX No. 24782  
Estimated installation time 
(minutes): 45-60
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4.
•  Remove remaining two screw on either side of 

metal bar. Remove bar.
•  The access door to the filters is now visible.
•  Pull up on access door to release & remove.

Cabin Air Filtration Product
WIX No. 24782  (cont.)

5.
•  Pull out first filter in housing & slide second into 

opening to remove.
•  Replace with clean Cabin Air Filters.
•  Reverse steps to complete filter changeout.
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Cabin Air Filtration Product
WIX No. 24783
Estimated installation time (minutes): 30
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Cabin Air Filtration Product
WIX No. 24783  (cont.)
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1 
•  The cabin air filter is under the hood just in front of

the windshield.

2 
•  Open hood.

3 
•  Turn the three cabin air housing retainers one 

quarter a turn.

Cabin Air Filtration Product
WIX No. 24784

4 
•  Remove the cabin air filter cover.

5 
•  Rotate the cabin air cover retainer 45 degrees, 

then remove the cover.

Estimated installation time (minutes): 45-60
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6 
•  Replace the cabin air filter.

7 
•  Reinstall the cover, then turn the retainers a

quarter of a turn to lock into place.

Cabin Air Filtration Product
WIX No. 24784  (cont.)
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Cabin Air Filtration Product
WIX No. 24805  

1.
Tools: 7mm socket & 9mm Socket
•  Open door to passenger side of vehicle.

2.
•  Under glove compartment is a kick plate cover 

held in place by four screws. Remove the screws 
and take off cover.

3.
•  The door to the Cabin Air Filter is now visible.
•  Remove screw in door and unhinge.

Estimated installation time (minutes): 15
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Cabin Air Filtration Product
WIX No. 24805  (cont.)
4.

•  Remove the first filter by pulling straight down.
•  Remove the second filter by sliding forward and 

pulling down.
•  Replace with clean Cabin Air Filters.
•  Reattach door.
•  Reattach kick plate cover.
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Cabin Air Filtration Product
WIX No. 24806  

1.
Tools: Phillips screw driver. Standard screw driver.
•  Open the hood.
•  Remove the weather stripping from the passenger

side of the cowl.

2.
•  Remove the passenger side cowl cover by lifting 

straight up to release the four spring clips.

3.
•  Remove the water shield now visible in the cowl 

cavity by disengaging the two locking tabs on 
either side of the shield.

4.
•  The Cabin Air Filter is now visible. Remove and 

repalce with a clean filter.

5.
•  Reattach the water shield.
•  Replace the cowl cover.
•  Reattach the weather stripping.
•  Close the hood.

Estimated installation time (minutes): 15
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Cabin Air Filtration Product
WIX No. 24807

1 
•  Open hood.
•  The cover for the Cabin Air Filter is located on the 

passenger side of the cowl.

2 
•  Remove the filter from the housing.

3 
•  Install a clean Cabin Air Filter in the housing.

Estimated installation time (minutes): 10
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Cabin Air Filtration Product
WIX No. 24807  (cont.)
4 

•  Push the filter down until it is firmly sitting in the 
housing.

•  Reattach the cover.
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Cabin Air Filtration Product
WIX No. 24808  

1.
Tools: Phillips screw driver & Standard screw driver
•  Stop windshield wipers in up position.
•  Open hood.

2.
•  Remove the cap on screw in center of cowl cover.
•  Unscrew half way & pull out fitting.
•  Unsnap three clips on front edge of cover & re

move cover.

3.
•  Either a filter or screen is visible under louver. Flip 

out front edge of housing & remove the filter or 
plate.

Estimated installation time (minutes): 15
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Cabin Air Filtration Product
WIX No. 24808  (cont.)
4.

•  Replace with a clean Cabin Air Filter. Make sure  
the arrows on the filter are facing up.

•  Reclip front of housing in place & replace the cowl 
cover.
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1 
•  Open glove compartment.
•  At the rear of the compartment is a cover panel.

Lift up & remove.

2 
•  Open the access door to the filter by swinging it 

open to the right.

3 
•  Remove first filter. Slide second filter from the left 

into the opening & remove.

Cabin Air Filtration Product
WIX No. 24811  

Estimated installation time (minutes): 20
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4 
•  Replace with 2 clean Cabin Air Filters.
•  Close the access door.
•  Reattach the cover panel.
•  Close glove compartment.

Cabin Air Filtration Product
WIX No. 24811  (cont.)
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Cabin Air Filtration Product
WIX No. 24812, 24813

1 
Tools: Phillips screw driver.
•  Open hood.
•  The cover for the Cabin Air Filter is located on the 

passenger side in the cowl.

2 
•  Unsnap the cover and the filter is visible.
•  Locate the lever on the left side of the 

housing. Push the lever out and remove the filter.

3 
•  Replace with a clean Cabin Air Filter by depress

ing the lever in the housing & sliding the filter into 
the double track.

•  Replace cover.

Estimated installation time (minutes): 10
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Cabin Air Filtration Product
WIX No. 24812, 24813

1 
Tools: Phillips screw driver.
•  Open hood.
•  The cover for the Cabin Air Filter is located on the 

passenger side in the cowl.

2 
•  Unsnap the cover and the filter is visible.
•  Locate the lever on the left side of the 

housing. Push the lever out and remove the filter.

3 
•  Replace with a clean Cabin Air Filter by depress

ing the lever in the housing & sliding the filter into 
the double track.

•  Replace cover.

Estimated installation time (minutes): 10
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Cabin Air Filtration Product
WIX No. 24815

The cabin air filter is behind the glove box and it must
be removed.

1.
•  Open the glove box

2.
•  Remove the damper from the glove box then let the glove box hang down.

3.
•  Slide out  the cabin air cover + assembly from the evaporator case.

4.
•  Remove the old filter from the housing + install a new cabin air filter + make sure it is

properly seated.

5.
•  Slide the assembly back into position + make sure there is no air leaking out of the

evaporator.

6.
•  Reinstall the glove box.

Estimated installation time (minutes): 30
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1 
Tools: Phillips screw driver & Standard screw driver
•  Open Hood.
•  On the passenger side of the cowl is the cover 

plate for the Cabin Air Filter.
•  Remove four caps from windshield side of cover 

plate.

2 
•  Remove four screws.
•  Remove 4 fittings from opposite side of cover 

plate.
•  Remove cover plate.

3 
•  The rain shield is now visible. Remove the rain 

shield by pulling up & out.

Cabin Air Filtration Product
WIX No. 24816  

Estimated installation time (minutes): 10
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4 
•  Lift the filter from the housing & replace with a 

clean Cabin Air Filter.
•  Reinsert the rain shield, matching 3 clips on top of 

shield to indentations in top of sheet metal & reat
tach cover plate.

Cabin Air Filtration Product
WIX No. 24816  (cont.)
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5 
•  Remove the four glove box upper cover retaining 

screws, then the cover.

6 
•  Remove the two glove box retaining bolts and

remove the glove box.

7 
•  Press on the cabin air cover tab and remove the 

cover.

Cabin Air Filtration Product
WIX No. 24881  (cont)

8 
•  Pull out the cabin filter + replace with a new one.
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9 
•  Reinstall the cover.

10 
•  Position the glove compartment to the instrument 

panel then install the two retaining bolts.

11 
•  Install the glove compartment upper cover

Cabin Air Filtration Product
WIX No. 24881  (cont)

12 
•  Reinstall the lower side crash pad.

13 
•  Lift the glove compartment into position and close.
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1 
•  The cabin air filter is behind the glove box + it 

must be removed.

2
•  Open the glove box.

3 
•  Push inwards on both sides of the glove box to 

disengage the stops from the tracks.

Cabin Air Filtration Product
WIX No. 24882

4 
•  Lower the glove box after disengaging.

Estimated installation time (minutes): 5
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6 
•  Remove the filter from the housing and

replace with a new cabin air filter.

7
•  Close the cabin air compartment door + 

reinstall the glove box.

Cabin Air Filtration Product
WIX No. 24882  (cont.)

5 
•  Through this opening, lift the tab on the 

cabin air access door, then lower the door.
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1 
•  The cabin air filter is located behind the glove

box + the glove box must be removed.

2 
•  Open the glove box door.

3 
•  Remove the Phillips screw on the right side 

of the outside of the glove box door.

4 
•  Slide out the connecting rod.

5 
•  Push in each side of the glove box to release 

the tabs.

Cabin Air Filtration Product
WIX No. 24883

Camry Instructions

Estimated installation time (minutes): 10
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6 
•  Swing the glove box door downward.

7 
•  Slide out the cabin air filter housing.

8 
•  Remove the old filter and replace with a new 

cabin air filter - make sure the filter in
properly seated in the housing.

Cabin Air Filtration Product
WIX No. 24883  (cont.)
Camry Instructions  (cont.)

9 
•  Slide the housing back into position.

10 
•  Reinstall the glove box.
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1 
•  The cabin air filter is located behind the glove 

box + the glove box must be removed.

2 
•  Remove the cover under the glove compartment

3 
•  Open the glove box door.

Cabin Air Filtration Product
WIX No. 24883  (cont.)

Avalon Instructions

4 
•  Using a flathead screwdriver, remove the airbag 

harness cover + pass the cover through the open
ing - Important: Do not disconnect the airbag 
harness.

5 
•  Remove three screws + four bolts to remove the 

glove box door.

Estimated installation time (minutes): 10
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6 
•  Pull out two tabs on each side of the cabin air 

housing + slide out the housing.

7 
•  Replace the cabin air filter - make sure it is 

seated properly in the housing.

Cabin Air Filtration Product
WIX No. 24883  (cont.)

Avalon Instructions  (cont.)

8.
•  Slide the housing back into its proper position.

9 
•  Reinstall the glove box + the airbag harness cover.
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1 
•  The cabin air filter is located under 

the passenger side cowl cover.

2
•  Turn the ignition to the on position.

3 
•  Turn the windshield wipers on,  when 

they are pointing up, turn off the
ignition.

Cabin Air Filtration Product
WIX No. 24884

4 
•  Open the hood.

5 
•  Remove the five retaining screws from the

passenger side cowl cover + remove cover.

Estimated installation time (minutes): 10
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6 
•  Remove the cabin air filter by sliding the filter

upward.

7
•  Install a new cabin air filter + replace the cowl 

cover.

Cabin Air Filtration Product
WIX No. 24884  (cont.)
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1 
•  The cabin air filter is located behind the 

glove box + it must be removed.

2 
•  Open the glove box.

3 
•  Using a pair of pliers, remove the two retaining 

pins from the upper inside part of the glove box 
and lower the compartment.

Cabin Air Filtration Product
WIX No. 24893

4 
•  Through this opening, disengage the cabin air filter

retainers.

5 
•  Remove the cover and the cabin air filter housing.

Estimated installation time (minutes): 10
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6 
•  Replace the cabin air filter element + reinstall the 

housing + cover.

7 
•  Reinstall the glove box.

Cabin Air Filtration Product
WIX No. 24893  (cont.)
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1 
•  The cabin air filter is located inside the

glove compartment.You do not have 
to remove the glove box door.

2 
•  Open the glove box door.

3 
•  Remove the plastic strip in the rear of 

the glove box.

Cabin Air Filtration Product
WIX No. 24894

4 
•  Pull out the filter housing cover.

Estimated installation time (minutes): 30-45
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5 
•  Slide out the filter element.

6 
•  Install a new cabin air filter.

7 
•  Reinstall the housing cover + plastic 

strip in the back of the glove box.

Cabin Air Filtration Product
WIX No. 24894  (cont.)
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1 
•  The cabin air filter is located under the 

dashboard to the right of the accelerator.

2 
•  Disconnect the negative battery cable

3 
•  Pull back the carpet on the right side of the 

gas petal + find the cabin air filter door 
cover.

Cabin Air Filtration Product
WIX No. 24895

4 
•  Press in the plastic tab on top of the filter cover + 

open the door by pulling up and then out.
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5 
•  The cabin air filters are removed in two 

parts. The filter opening only allows one 
filter to be removed at a time.

6 
•  Pull the first section out. To remove the 

second section, reach in and then up 
then remove the second filter section.

7 
•  Install the new filters in reverse order 

making sure they are installed in the
correct order.

Cabin Air Filtration Product
WIX No. 24895  (cont.)

8 
•  Reinstall the filter cover.

9 
•  Reconnect the negative battery cable.
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1 
•  The cabin air filter is under the hood 

under the passenger side cowl. Both 
windshield wiper arms must be removed
to change out the cabin air filter.

2
•  Pull the wipers away from the windshield

so they point away from the windshield.

3 
•  Rotate each retaining clip at the base of 

the wiper arm counter clock-wise. Hold in
this position while removing the wiper 
arm.

Cabin Air Filtration Product
WIX No. 24896

4 
•  Remove the six screws from the cowl shield.

5 
•  Open the hood.

Estimated installation time (minutes): 15
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6 
•  Remove the four plastic screws from the

forward section of the cowl shield.

7
•  Disconnect the windshield washer hose

from the Y-connector at the rear
passenger side corner of the engine
compartment.

8 
•  Remove the cowl shield.

Cabin Air Filtration Product
WIX No. 24896  (cont.)

9 
•  Remove the four screws from the cabin 

air vent cover.

10 
•  Remove the cabin air filter by pulling forward.

11 
•  Install a new cabin air filter.

12 
•  Reinstall the vent cover, cowl shield, washer hose 

and wiper arms.
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1 
•  On models with radio anti-theft feature, prior to

disconnecting the battery ground cable, make 
sure you have the radio anti-theft code.

2 
•  On all models, disconnect and isolate the battery

ground cable. After disconnecting the battery 
ground cable wait at least 3 minutes to allow 
the air bag system backup power capacitor to 
discharge.

3 
•  Remove the stops located at each side of the 

glove compartment. Air bag system compo
nents are located in this area, use extreme 
caution.

Cabin Air Filtration Product
WIX No. 24897

4 
•  Remove the two bolts securing the glove

compartment to the instrument panel.

5 
•  Using suitable diagonal cutters, cut the plastic 

cross brace located at the glove compartment 
opening at each end, then discard the plastic 
brace.

Estimated installation time (minutes): 30-45
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6 
•  Remove the glove compartment frame retaining 

bolts and screws, then the frame.

7 
•  Remove the filter cover from the evaporator

housing.

8 
•  Remove the cabin air filter from the evaporator 

housing.

Cabin Air Filtration Product
WIX No. 24897  (cont.)

9 
•  Install the cabin air filter into the evaporator

housing.

10 
•  Install the evaporator housing filter cover. Ensure 

the filter cover is securely seated.



BBBBGO FORWARDGO FORWARDAAAA GO BACKGO BACKDD PREVIOUSPREVIOUS

2006 MASTER CATALOG
 F   I   

L   T   E   R   S___WIXWIX
®

C
A

B
IN

 A
IR

 F
IL

TE
R

 2
48

97
C

A
B

IN
 A

IR
 F

IL
TE

R
 2

48
97

Passenger Cars
Light Trucks
Off-Highway Equipment
Heavy Trucks & Buses
Products
Interchanges
Filters by Size
Table of Contents
About This Catalog
How To Use

Part Search
Print
Exit

11 
•  Position the glove compartment frame, then install

the attaching bolts and screws.

12 
•  Install the glove compartment and secure with the

two attaching bolts.

13 
•  Install the stops at each side of the glove

compartment.

Cabin Air Filtration Product
WIX No. 24897  (cont.)

14 
• Connect the battery ground cable.

15 
•  On models with radio anti-theft feature, enter 

the radio anti-theft code using the radio push
buttons.

16 
•  On all models, ensure no air leaks are present at 

the evaporator cabin air filter cover.
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Cabin Air Filtration Product
WIX No. 24899

The cabin air filter is located behind the glove box and it
must be removed.
1.

•  Open glove box.

2.
•  Push in the sides of the glove box and lower it

until it hangs down.

3.
•  Remove the cabin air filter cover by pulling it

from the top.

4.
•  There are two filters, remove the top then the

bottom.

5.
•  Replace the filters and reinstall the cover

+ glove box.

Estimated installation time (minutes): 30
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Cabin Air Filtration Product
WIX No. 24900

1.
•  Open glove box.

2.
•  Push in the sides of the glove box and lower it

until it hangs down.

3.
•  Release the two retaining tabs from the cabin

air housing and pull out the housing cover.

4.
•  Replace the cabin air filter, reinstall cover

+ glove box.

Estimated installation time (minutes): 30
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Cabin Air Filtration Product
WIX No. 24901

The cabin air filter is located behind the glove box and it
must be removed.

1.
•  Open glove box.

2.
•  Remove the two pins that hold the glove box to the

instrument panel, then remove the glove box.

3.
•  Remove the cabin air housing cover, then cabin

air filter.

4.
•  Replace the cabin air filter, then the cover and glove

box.

Estimated installation time (minutes): 30
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Cabin Air Filtration Product
WIX No. 24903

The Jeep Grand Cherokee does not come from the factory with a cabin air.You
must install a special order kit that you can order from your Jeep dealer. We do
not offer this kit, only the replaceable element. The kit number is Mopar
#82208300, which includes the kit and the filter. Once this kit is installed, then
you can use our cabin air filter shown here. These instructions show the com-
plete installation of the kit and the filter.

Estimated installation time (minutes): 30
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Cabin Air Filtration Product
WIX No. 24903 (cont.)
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Cabin Air Filtration Product
WIX No. 24904

The cabin air filter is located under the glove box.You must
remove the sound proofing panel underneath the glove box
to access the cabin air filter.

1.
•  Remove the sound proofing panel under

the glove box.

2.
•  Release the cabin air holder shown in

figure A.

Estimated installation time (minutes): 30
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Cabin Air Filtration Product
WIX No. 24904 (cont.)

3.
•  Remove the cabin air filter by pulling

downward.

4.
•  Install the new cabin air filter, re-secure

the holder and re-install the panel.
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Cabin Air Filtration Product
WIX No. 24905

The cabin air filter is behind the glove box and it must be
removed.
1.

•  Open the glove box.

2.
•  Unhook the clip that holds the stop cable to the glove box.

3.
•  Push in the sides of the glove box to disengage the retainers then lower the glove

box downward.

4.
•  Through the compartment opening, remove the cabin air housing.

5.
•  Remove the cabin air filter from the housing and install a new element. Make sure

the arrows face upward.

6.
•  Reinstall the housing making sure it is properly seated.

7.
•  Reinstall the glove box + stop cable.

Estimated installation time (minutes): 30
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Cabin Air Filtration Product
WIX No. 24906
Estimated installation time (minutes): 30

The cabin air filter is
located under the
hood in the
passenger side cowl.



BBBBGO FORWARDGO FORWARDAAAA GO BACKGO BACK

2006 MASTER CATALOG
 F   I   

L   T   E   R   S___WIXWIX
®

C
A

B
IN

 A
IR

 F
IL

TE
R

 2
49

07
C

A
B

IN
 A

IR
 F

IL
TE

R
 2

49
07

Passenger Cars
Light Trucks
Off-Highway Equipment
Heavy Trucks & Buses
Products
Interchanges
Filters by Size
Table of Contents
About This Catalog
How To Use

Part Search
Print
Exit

Cabin Air Filtration Product
WIX No. 24907 

The cabin air filter is behind the glove box and it must be
removed.

1.
•  Open the glove box.

2.
•  Remove the damper clip string from the right hand side of the glove box.

3.
•  Press both sides of the glove box until it releases from the dash.

4.
•  Hold the glove box level, not fully lowered. Gently pull the glove box towards you until

the hinges release. CAUTION: Do not force the glove box loose because the hinge
could break. The hinge will not release unless the glove box is at the correct angle.

5.
•  Remove the cabin air cover.

6.
•  Remove the old cabin air filter and replace

with the new one.

7.
•  Replace cover, glove box + string clip.

Estimated installation time (minutes): 30
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Cabin Air Filtration Product
WIX No. 24908

The cabin air filter is behind the glove box and it must be
removed.

1.
•  Remove the 2 screws from the lower portion of the glove box compartment door and

then remove the door.
2.

•  Remove the 3 right lower instrument panel trim panel screws, then the panel.

3.
•  Through the glove box opening, disengage the filter cover retainers, then the cover.

4.
•  Remove the 2 cabin air filters which are stacked vertically.

5.
•  Install the lower cabin air filter + move downward, then install the upper element.

6.
•  Reinstall the cover, the trim panel and the glove box.

Estimated installation time (minutes): 30




